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Description

Component cabinets are constructed onaframe
of square tubeswhich are then clad with profiled
Aluzinc sheets. The component cabinetis supplied
ready touse withapadlockand canbe customized
accordingtothe client’s wishes.

Materials

Aluzinc sheet, 1,25 mm.
Foundation: Plate 3mm..

Colour

Issupplied painted, using textured URKI-TEXT paint
(standard)inthe color of your choice from the RAL
colorchart.

Standard surface treatment

Frame, foundationand FU protection: Hot dip galva-
nizedzincasperDS/EN1461.

Sides androof: Aluzinc sheetsasperDS/EN10364
Exteriorcabinet paint: C4-HasperDS/EN12944.

Options

Painting of cabinet exterior: C5-Has per DS/EN
12944.
FoundationpaintedtoIM3 as per DS/EN12944.

Interior dimensions Assembly
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1l Component cabinet - Type 1600 _ocoin o0
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Description

Component cabinets are constructed onaframe
of square tubeswhich are then clad with profiled
Aluzinc sheets. The component cabinetis supplied
ready touse withapadlockand canbe customized
accordingtothe client’s wishes.

Materials

Aluzinc sheet, 1,25 mm.
Foundation: Plate 3mm..

Colour

Issupplied painted, using textured URKI-TEXT paint
(standard)inthe color of your choice from the RAL
colorchart.

Standard surface treatment

Frame, foundationand FU protection: Hot dip galva-
nizedzincasperDS/EN1461.

Sides androof: Aluzinc sheetsasperDS/EN10364
Exteriorcabinet paint: C4-HasperDS/EN12944.

Options

Painting of cabinet exterior: C5-Has per DS/EN
12944.
FoundationpaintedtoIM3 as per DS/EN12944.

Interior dimensions Assembly
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Description

Component cabinets are constructed onaframe
of square tubeswhich are then clad with profiled
Aluzinc sheets. The component cabinetis supplied
ready touse withapadlockand canbe customized
accordingtothe client’s wishes.

Materials

Aluzinc sheet, 1,25 mm.
Foundation: Plate 3mm..

Colour

Issupplied painted, using textured URKI-TEXT paint
(standard)inthe color of your choice from the RAL
colorchart.

Standard surface treatment

Frame, foundationand FU protection: Hot dip galva-
nizedzincasperDS/EN1461.

Sides androof: Aluzinc sheetsasperDS/EN10364
Exteriorcabinet paint: C4-HasperDS/EN12944.

Options

Painting of cabinet exterior: C5-Has per DS/EN
12944.
FoundationpaintedtoIM3 as per DS/EN12944.

Interior dimensions Assembly
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